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INTRAORAL SCANNING
CAD CAM

DIGITAL

Intraoral oral Scanning / CAD CAM

- Reusable Scan Bodies for laboratory and intraoral scanning - Scan Bodies accurately capture the position, angle
and depth of implants - Digital information recorded during scanning is used with all CAD and CAM software to
plan and produce prosthetic parts - Scan Body with dual use for laboratory and / or intraoral scanning -

Scan Body available for CC (internal hexagon) and TC (conometric connection) platforms also for screwed
prostheses. - Multysystem mathematics are available for the main CAD / CAM systems.

Please refer to our updated list of supported systems available on our website:
www.multysystem.com

- A variety of T-Bases for Cement and Screw-retained restorations on single or multiple implants

- Premilled blanks for monolithic restoration planning with Multysystem'’s original connection for precise fit
- Adhesive coping / direct mounting screw for screw-retained restorations

- Analogs for 3D printed models.

Multysystem - info@multysystem.com « www.multysystem.com + +39 039 2302681
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Bases for gluing - T BASE Complete with through screw Complete with through screw LLl
: —
Abutment Height 4,5 mm 150 mMm <
Material: Titanio I I—
SE—— | —
Treatment J | @)
Oxidation of Titanium d 4 —
Prosthetic connection: sT@ NST ) ™O sT@ NST ) ™O
@ Maximum Conicity ?38mm
@ Minimum taper @ 35mm
implant Compatolty |ST10+P-ST+PS-ST | NST10+NST20-PSNST-PAST|  TM10-TM20 |ST10-P-ST-PSsT| T NST22 | TM10-TM20
Description Non-rotating gluing bases Rotating gluing bases
Ref. No.
7621080 | 7006680 | 7076680 | 7621085 | 7096685 | 7076685
Note Bonding interface with pre-formed original connection

Complete with through screw  Complete with through screw

Scan Body Scan Body Mutti Unit

Complete with through screw

Pre-Milled

Antirotazione Abutment Height 12,0 mm 100 mMm

Material: Material:
Titanium i Titanium ﬂ “ m

Prosthetic connection: | ST @ NST() ™ &)

Implant Compatbiity Tutti Impianti CC Description Scan Body Scan Body Multi Unit
. Ref. No. Ref. No.
Description | Pre-Milled per Fresatore
Ref. No. 8610000 8671001
: Usable with Intraoral
h
7624581 Note Intézargl[ic\xg:mer Scanner and Desk Scanner
Millable abutment with original connection and Desk Scanner

preformed for ARUM milling machine

Digital Analog

Material: Titanium / 8

9

=)

(O}

=

Prosthetic connection: sT@ NsTO) ™O Multi Unit 7]
Maximum diameter @40mm @ 45mm @50 mm e
Implant Compatibility STL0-P-ST-PS-ST TM10-TM20 Q
NST 10+ NST 2.0« PS-NST « P-NST |

Description Digital Analog Multi Unit Digital Analog <

Ref. No. I:

8615001 8615002 8671500 O

Note Analog for molded models with fixing screws included ‘ D
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TBASE Complete with through screw
< Type Rotating Anti-rotation
|— Material: Titanium .
= | | )
O Treatment: Hﬁ' }i e “re
— Oxidation of Titanium | T K .
Abutment Height 45mm
Prosthetic connection: | TC-N () ‘ TCR @ ‘ TC-N O ‘ TCR @
Maximum Taper Diameter 238mm
Minimum Taper Diameter @35mm
Implant Compatibility | TC-N | TCR TCN | TCR
Description Rotating T BASE T BASE anti-rotation
Ref. No.
0621081 ‘ 9096681 | 9621080 ‘ 9096682
Note Bonding interface with connection

preformed original

Switch bases for CAD CAM - activated conometry

Complete with through screw

Abutment Height 6,5 mm
Material: Titanium | [ ; |
| | | B
Treatment: .-J .I o .
Oxidation of Titanium ‘.'Ir T | ' r | ir
Prosthetic connection: | TC-N () | TC-N () | TCN () |[TCN () | TCRE | TCRE |TCRE | TCRG
Neck height 1imm 1imm 2mm 2mm 1imm 1imm 2mm 2mm
Rotating/Non Rotating | Rotating | NotRotating| Rotating | NotRotating | Rotating |NotRotating |  Rotating | Not Rotating
Switch bases for CAD CAM - conometry activated -
Ref. No.
9621083 | 9621082 | 9621085 | 9621084 | 9096684 | 9096683 | 9096686 | 9096685
Note Bonding interface with pre-formed original connection

Switch bases for CAD CAM - conometry not activated - Complete with through screw

U Abutment Height 6,5 mm

- Material: Titanium .

= | i

e} Treatment: i |

@  Oxidation of Titanium A 3 ‘f

L '

"(;; Prosthetic connection: TCN O TCN O TCR @ TCR @
e Neck height 1imm 2mm 1mm 2mm
0_ Rotating/Non Rotating Rotating Rotating Rotating Rotating
| Switch bases for CAD CAM - conometry not activated -

< Ref. No,

F

— 9621086 9621087 9096687 9621088
9 Note Bonding interface with pre-formed original connection

Multysystem - info@multysystem.com « www.multysystem.com + +39 039 2302681
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) Complete with through
Pre-Milled screw

Anti-rotation

o

TcN O | TCR @

DIGITAL

TC-N | TC-R
Pre-Milled for Milling Machine
Ref. No.
0626002 | 9628002

Millable abutment with original connection
preformed for ARUM milling machine

) _ Complete with
Scan Body  complete with through screw Scan Body Multi Unit through screw
Abutment Height 12,0 mm Abutment Height 10,0 mm
Material: Titanium Material: Aluminum m
Prosthetic connection: | TC-N O ‘ TCR @ Prosthetic connection: Universal
Description Scan Body Description Scan Body Multi Unit
Ref. No. Ref. No.
9600001 | 9090001 9670001
Note Usable with Intraoral Scanner Note Usable with Intraoral Scanner
and Desk Scanner and Desk Scanner
Analogo Digitale
Material: Titanium / U
-
9
]
Q
L
b
Prosthetic connection: TcN O Tc-R @ Multi Unit 8
Maximum diameter @40mm @ 45mm @50mMm E.
Implant Compatibility TC-N TC-R |
Description Analogo Digitale Analogo Digitale Multi Unit &
Ref. No. —
9611501 9615001 8671500 9
Note Analog for printed models with fixing screw included ‘ D
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